HSF

NOTES:

Current Rating: 3.0AMP

Contact Resistance: 20m{) Max
Withstand Voltage: 1000V AC/DC
Insulation Resistance: 1000MQ Min
Operation Temperature: —40C to +105C
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Contact Material:Brass TYPE 2 TYPE 1
Contact plating:Au Or Sn over Ni
. 2.54xNo.of Positions+5.26+0.30
Insulator Material:PBT+30%G.F UL94V-0 [100xNo.of Positions+207+0.012]
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Ordering Information
MMMOl VWVW Hw VWVW Hw O VW 1.27xNo.of Contacts—1.274+0.20
[.050xNo.of Contacts—.05040.008] 10.6040.25
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No.of Pins  Contact Plating Color Insulator ~ Series No. . ) S S
A\ 08 24 S0=Gold Flash/Ni B=Black 1=TYPE 1 = = S 3
10 26 $3=10u"Gold/Ni G=Grey(427C) 2=TYPE2 — 8™
14 28 s4-15u"Gold/Ni E=Crey(#13C) == e
16 34 $5=30u"Gold/Ni
18 40 SN=Tin [
20 SM=Matte Tin -3
RS
2.5410.10 0.60%0.30 e 7.6240.25
[.10040.004] [.024%0.012] =S [.30040.010]
2.54xNo.of Contacts/2-2.54+0.20 o S
[.100xNo.of Contacts/2-.100+0.008] TYPE PART NO.
2.54xNo.of Positions+5.26+0.30
- [.100xNo.of Positions+.207+0.012] TYPE 1 | 5350-XXBXXBO1
TYPE 2 | 5350-XXBXXB02
OPERATION | DRAW DATE SCALE| FIT |PART NO.
JYHuang  |2013/01/31 SEE TAB LEBSETFRAARTS
XX +0.40 UNIT | mm TITLE: Shanghai Hui Feng Electronic Technology Co., Ltd.
X.XX | £0.25 |CHECK DATE {
Al |2013/01/31 Modify The No.of Pi sizE | a4 | 2.54x7.62 DIP PLUG CONNECTOR
[0/ oy e ool T XXXX | £0.15 y (TERMINATED HEIGHT 5.8) BiE: 021-67150229
A0 [2012/10/09 NEW X SHEET| 1/1 f£H: 021-67150251
/1 Angle | £ 3 |APPROVE DATE Customer NO. A EE%E : huifeng_dzkj@163.com
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